
FLYER // UK POWER SUPPLY, 9W // ORDER CODE: PR3PRUK6

UK 2-PIN
POWER SUPPLY, 9W

Copyright © 2023, TELTONIKA NETWORKS. Specifications and information given in this document are subject to change by TELTONIKA NETWORKS without prior notice.

EN 62368-1:2014+A11:2017
EN 55032:2015, EN 55035:2017 
EN 61000-3-2:2014, EN 61000-3-3:2013
IEC 62321-7-1:2015, IEC 62321-6:2015, IEC 62321-5:2013, 
IEC 62321-4:2013, IEC 62321:2008 Annex C

TECHNICAL DATA
GENERAL
Input voltage 100 - 240 VAC

50/60 Hz

0.45 A

1.0 A

UK (Type G)

90 - 262 VAC

47 - 63 Hz

40 A

8.55 - 9.45 VDC

Primary to Secondary: 3000 VAC

2-PIN, with cord end terminals

Input frequency

Input current

Output voltage

Output current

Input connector

Output connector

ADDITIONAL
Input voltage absolute maximum

Input frequency absolute maximum

Inrush current

Output voltage absolute maximum

Short circuit protection

HIPOT (dielectric withstand test)

Certification

50000 hMTBF

9 VDC

47 m
m

49 m
m

26 m
m

22 m
m

18 m
m

1200 mm

74 mm

8 mm

+ Red

- Black

+ Red

- Black

+ Red

- Black


